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Safety Precautions

目次To Ensure Correct and Safe Use

Indicates an imminent hazard that, if not avoided, will result in 
death or severe injury to the user.

Indicates warnings or cautions related to the content. The 
symbol illustrates the specific exemplary content (such as the 
electrical shock warning in the left diagram).

Indicates proh ib i ted  act ions .  The  spec ific  proh ib i ted 
content (such as the prohibition on disassembly in the left 
diagram) is illustrated within the symbol.

Indicates mandatory or instructive actions. The specific 
instructions (such as "Please unplug the power plug from the 
outlet" in the left diagram) are illustrated within the symbol.

Description of Safety Symbols

※ It is essential to keep this information in a location where users can always access it after reading.

DANGER：

Indicates a potential hazard that, if not avoided, could result in 
death or severe injury to the user.

WARNING： 

Indicates a potential hazard that, if not avoided, could result in 
minor or moderate injury to the user or damage to property.

CAUTION ： 

Do not use this device on patients with implanted electronic devices (e.g., 
pacemakers) unless medical clearance has been obtained from a qualified 
specialist. Electrical stimulation may affect implanted electronic devices. 
Additionally, do not use this device on patients a physician has deemed 
inappropriate.

Danger

Do not apply stimulation across or through the head, directly to the eyes or 
mouth, to the front of the neck (especially the carotid sinus), to the upper 
chest and back, or between electrodes placed across the heart, because 
this may cause bodily harm.

Warning

For connectors marked with ESD warnings, discharge any static electricity 
from your body by touching a ground metal object before handling these 
connectors, and explain the ESD warning symbols and discharge 
procedures to all relevant personnel.

Do not connect this device to any power source other than one with 
protective grounding to avoid the risk of electric shock.

Do not place electrodes near the chest, because this may increase the risk 
of ventricular fibrillation.

Avoid operat ing th is  dev ice c lose to shortwave,  microwave,  or 
ultra-shortwave Treatment devices (e.g., within 1 meter), because this may 
cause malfunction.

Do not use this device with other equipment, because it may cause 
malfunctions.

Do not disassemble, repair, or modify this device except by our company or 
authorized repair personnel. Unauthorized handling may cause electric 
shock or other accidents.

     Before using this product, please read these Safety Precautions 
carefully and use the product correctly. The precautions provided here 
are intended to ensure the product's safe and proper use and prevent 
harm or damage to you and others.

     The precautions are categorized into three levels̶ Danger, 
Warning,and Caution ̶to indicate the severity and immediacy of potential 
harm or damage that may result from incorrect handling.

     All these points are essential for safety, so please be sure to follow 
them.
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Intended Use
This device is intended for percutaneous neuromuscular stimulation to 
reduce pain and improve amyotrophy.

Contraindications
G-TES is contraindicated in the following patients:
Patients with implantable electric devices (e.g., pacemakers) who are 
not able to obtain a medical detection by specialized physicians initially.
Patients who are diagnosed by physicians as being inappropriate for 
use of this device.

⚫

⚫

Storage Condition
(1) Storage Environment and Precautions for Storage:
Avoid storing the device in the following conditions:⚫

A place where liquids may splash
A place that may be adversely affected by temperature, humidity, 
sunlight, dust, or salty or sulfurous air
An unstable location with a slope, vibration, or shock
A place that may be affected by chemicals or lead to gas formation

○

○

○

○

Storage Conditions:⚫

Temperature: -10°C to 50°C
Humidity: 80% or less (no condensation)
Atmospheric Pressure: 80 to 106 kPa

○

○

○

Precautions
General Precautions
G-TES should be applied with caution in the following patients:
Patients who are unable to indicate their intentions.
Patients with abnormalities (such as wounds, infections, etc.) at the 
application site.
Patients with a perceptual disorder or cutaneous hypersensitivity.
Patients with suspected thrombosis.
Patients for whom this therapy should be considered with caution 
under a physician's guidance.

⚫

⚫

⚫

⚫

⚫

Precautions Before Use
Make sure the device functions correctly by checking the switch 
contacts and indicators.
Ensure that all cords are properly and securely connected.
Check the cords of the pad electrodes or belt electrodes for any 
issues.
Only use the designated pad electrodes, belt electrodes, and power 
cord.
Clean the application area of the pad electrodes or belt electrodes 
before use.
The device should be used by medical professionals who fully 
understand the instructions.
Wet the pad electrodes or belt electrodes with water before 
connecting them to the main unit.
Take care to avoid impacts from dropping or vibrations during 
transport.
When connecting the belt electrode to the main unit, check for any 
abnormalities, such as the device stopping or the electrode becoming 
hot even though the heater is turned off.

⚫

⚫

⚫

⚫

⚫

⚫

⚫

⚫

⚫

Precautions Before Use
Concerning the intensity of the therapy output and the electric 
stimulation time, closely monitor the connections between the pad 
electrodes or belts and the unit, as well as the patient’s condition, and 
choose the appropriate output level.
Always check that there are no abnormalities in the overall device or 
the patient.
If any abnormalities are noted in the device or patient, immediately 
stop using the device and take the appropriate precautions.
Do not allow patients to contact the device carelessly.
Adhere to the appropriate therapy time as directed by the physician.
In the event of a power failure or disconnecting the cord from the 
outlet, turn off the power.
Avoid touching the patient and the therapy output terminal at the same 
time.
Do not move the main unit or the cart during use.
Continuous use of the coolness mitigation function may lead to high 
temperatures, so closely monitor the patient’s condition to ensure the 
function is being used properly.

⚫

⚫

⚫

⚫

⚫

⚫

⚫

⚫

⚫

Precautions After Use
When unplugging the cords, always hold the plug or the cord tip.
Unplug the power cord when the device is not in use.
Always prepare the main unit and electrodes for the next therapy 
session.

⚫

⚫

⚫

(2) Expiration Date:
According to in-house certification (our data), the expiration date for 
the main unit is seven years.
This expiration date is guaranteed only if the device is used in the 
recommended environment with regular maintenance. The actual 
expiration date may vary depending on the conditions of use.

⚫

⚫
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Precautions on Handling
(1) Transfer Conditions:
Do not allow the device to get wet or be exposed to direct sunlight, 
high temperatures, or humidity.
Temperature: -10°C to 50°C
Humidity: 80% or less (no condensation)
Atmospheric Pressure: 80 to 106 kPa

⚫

⚫

⚫

⚫

Maintenance and Inspections
Maintenance and Inspections Performed by Users:
(1) Daily Check:
Frequency of Inspection: Performed during usage
Important Precautions: Refer to the matters in (1).
Belt Electrodes: Remove the electrode belt sheet and wipe it with 
disinfectant ethanol. Wipe the electrode sheet with disinfectant 
ethanol.
Electrode Pad: After removing the cloth frame and sponge from the 
electrode pad, rinse with water, squeeze well, and let it dry naturally.

⚫

⚫

⚫

⚫

(2) Procedure for Disposal:
When disposing of consumables, residues, expired devices, or 
accessories, follow the disposal procedures stipulated by the relevant 
laws and municipal ordinances.

⚫

(2) Other Maintenance and Inspections:
Frequency of Inspections: As necessary.
After the device has not been used for a while, always ensure that the 
device operates properly and safely before using it.
If the main unit of the device becomes dirty, wipe with a dry cloth or a 
well-wrung cloth that has been soaked in water. The electrode pad or 
electrode belt, an accessory, has consumable elements. Therefore, 
please replace the electrode with a new one when the necessary 
output for treatment cannot be obtained.
Replacement Guide:
　　Electrode Pad: Approximately 500 hours of power-on time.
　　Electrode Belt: Approximately 2000 hours of power-on time or 2 to 
　　3years of use.
The above period is a guide only, and the durability period varies 
depending on the usage conditions, including the state of the parts, 
such as dirt and wear. Therefore, replacing the electrode body is 
recommended when the necessary output for treatment cannot be 
obtained.
Procedure for Replacing the Power Fuse:

⚫

⚫

⚫

⚫

⚫

⚫

Maintenance and Inspections by Manufacturer:
requency of Inspections: As necessary.
If you need maintenance/inspection or repair services, contact us in 
advance.
I f  y ou  n eed  r egu l a r  s e r v i c e  ( a nnua l l y ) ,  u s e  ou r  r egu l a r 
maintenance/inspection service.

⚫

⚫

⚫

Precautions for Maintenance and Inspections:
Do not perform maintenance and inspections during therapy with a 
patient.
Use of unspecified solutions or machines for cleaning may cause 
deterioration and damage to the electrodes.

⚫

⚫

Disconnect the power cord from the main unit.
Remove the power fuse box cover using a Phillips screwdriver.
Eject the fuse holder and replace the fuse with a new one.
Return the fuse box to the unit and secure the power fuse box 
cover using a Phillips screwdriver.
Fuse Compatible with This Device: Size: φ5.2 x 20 mm, 
Type: T 3.15 AH 250V

⚫

⚫

⚫

⚫

⚫

⚫

⚫

(3) Description of displayed symbols:

：BF-type applied part ：Refer to instructions

：Prohibition of seating ：Prohibition of putting
　feet on the product

：Power ON ：Power OFF

：Electrostatic sensitive devices mark
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Main Unit（1）1

8 9 10

11 12 13

Names of the Main Unit and Accessories

1

2 3

4

65

7

Small

Large

Medium

Accessories

8

9
10
11

12
13

2
3
4
5
6
7

●Belt electrodes
 Belt electrode ‒ Small(2)  Recommended for a circumference of up to approximately 45 cm
 Belt electrode ‒ Medium(2)  Recommended for a circumference of up to approximately 70 cm
 Belt electrode ‒ Large(1)   Recommended for a circumference of up to approximately 100 cm
 Extension Cable - waist (Purple)(2), upper-knee (Orange)(1), ankle (Gray)(1)
 Lead cable for belt electrode- upper knee (Orange)(1), ankle (Gray)(1)
 Belt electrode sheet ‒ 10 sheets in Large size and 20 sheets in Small or Medium size per pack
 Bottle
●Pad electrodes
 Pad electrode - Positive side ‒ Large（1）
 Pad electrode - Negative side - Small (2)
 Band for fixing pad electrode ‒ Large（1）, Small(2)

●Others
 SD card for G-TES （1）
 Power code
 ・Package inserts 
 ・User's Manual
 ・Specialized cart for G-TES (option)
 ・Extension Cable - upper-knee (1)
  (For Quick Stimulation Mode (orange))

Please note that we may change specifications 
without prior notice to improve our products.

Note:

43



電源電圧
電源入力
定格周波数

メモリー

100-240V
2.0 -1.5A
50-60Hz

入

切
足首

R

膝上

＋

腰

L
パッド導子

ベルト電極

Touch panel LCD
Treatment output indicator
Illumination lamp
Main volume knob

Treatment output terminals
SD card slot
Power switch
Power cord connector

Power fuse box cover
Threaded hole for cart 

Names of the Main Unit and Accessories

1

1

8

2
3
4

2
3
4

5
6
7 9

10

8

5

6

7

9

10

Belt Electrode Plug
Electrode (Conductive Silicone Rubber)
Hook-and-Loop Fastener

Belt Electrode ‒ large, medium, small

Extension Cable Plug
Extension Cable Socket

Extension Cable ‒ waist, upper-knee, ankle

Lead Cable Plug
Lead Cable Socket

Lead Cable for belt electrode - 
upper knee, ankle

Pad Electrode Plug

Pad Electrode‒ large, small

1
1

1

1

2

2

2

2
3

1
2

1

1

1

2

3

Front side

Rear side

Back side

5 6



RATED VOLTAGE
RATED POWER CONSUMPTION
RATED FREQUENCY

MEMORY

100-240V
2.0 -1.5A
50-60Hz

ON

OFF
ANKLE

R

UPPER
KNEE

＋

WAIST

L
PAD

BELTS

RATED VOLTAGE
RATED POWER CONSUMPTION
RATED FREQUENCY

MEMORY

100-240V
2.0 -1.5A
50-60Hz

ON

OFF
ANKLE

R

UPPER
KNEE

＋

WAIST

L
PAD

BELTS

Purple Orange Gray

Operating Instructions for Using B-SES Belt Electrodes

・Prevention of disuse muscle atrophy
・Muscle strength enhancement
・Promotion of metabolism and circulation through muscle contraction 
  and relaxation
・Reduction of muscle tension
・Alternative to aerobic exercise

Place the main unit on a flat and stable 
surface.

Insert the provided SD card into the 
memory (SD card) slot located on the 
rear side of the main unit.

Connect the power cord to the power 
connector on the rear side of the main 
unit and plug the other end into an 
outlet.

Connect the connect ion cords for 
each belt electrode to the treatment 
output terminals on the rear side of 
the main unit . The connection cords 
shou ld be connected accord ing to 
the instructions for each terminal.

Always turn the power switch OFF 
before inserting or removing the SD 
card.

Set the belt electrode sheet onto the belt electrode, ensuring it is fully soaked with 
lukewarm water or water. Wipe off any excess moisture with a towel.

Intended Use

Preparation of the Device1

Preparation of B-SES Belt Electrodes2

Power switch

Rear side

1-1

2-1

When the power switch is turned to the "ON" position, the LCD screen will display, 
indicating that the device is ready for use. If the SD card is not inserted, an "SD card is 
not　inserted" screen will be displayed.

2-2

1-2

1-3

1-4

Note: 

The human body or clothing is prone 
to static electricity. The user must 
d i s cha rge  s t a t i c  e l e c t r i c i t y  by 
touch ing a ground meta l  object 
before preparing the device.

Note: 

Rear side

1-2 1-3

Connect the extension cable for the ”waist”.

Connect the connection cable for the belt 
electrode "upper knee."
Connect the connection cable for the belt 
electrode "ankle."

1-4

Purple

Orange

Gray

Do not operate the screen with anything other than your fingers. Avoid pressing or 
scratching it with hard objects.
Do not press the screen forcefully or subject it to strong impacts.
If the surface becomes dirty, wipe it gently with cotton or a soft cloth.

・
・・

Handle the touch panel LCD screen with care by following the precautions below to 
prevent malfunctions:

Caution

7 8



RATED VOLTAGE
RATED POWER CONSUMPTION
RATED FREQUENCY

MEMORY

100-240V
2.0 -1.5A
50-60Hz

ON

OFF
ANKLE

R

UPPER
KNEE

＋

WAIST

L
PAD

BELTS

Power switch

Rear side

Please set the belt electrode sheet so the 
hook-and-loop fastener is not visible. If 
the e lect rode par t comes into d i rect 
contact with the skin, it may cause burns 
or other injuries.
Gently stretch the belt electrode sheet 
while setting it onto the belt electrode. If 
t h e  s h e e t  b e comes  t o o  s l a c k  when 
wrapped, it may cause poor contact with 
the skin, leading to ineffective performance.

・

・

Caution

Operating Instructions for Using B-SES Belt Electrodes

Attaching the B-SES Belt Electrodes3
The belt electrode should be wrapped around the body as shown in the diagram below.
Make sure the current-carrying part of the belt electrode is in direct contact with the bare skin.

3-1

For the connection between the lead cable for the belt electrode and the belt electrode, 
connect the belt electrode to the cable according to the markings:
L for the left side (green) and R for the right side (blue). 

3-2

Rear side

Hook-and-Loop Fastener

Posture Characteristics During Treatment
The treatment should generally be performed in a prone position to achieve stable 
output throughout the lower limbs. Muscle contraction is stronger when the muscle is 
shortened and weaker when the muscle is stretched. If the goal is to contract a 
specific muscle, please adopt the most appropriate posture for that muscle.

Power Switch4
When the power switch is turned to the "ON" position, the LCD screen will display, 
indicating that the device is ready for use. If the SD card is not inserted, an "SD card is 
not　inserted" screen will be displayed.

Large
Middle
Small

Type of belt electrode
Abdominal circumference: Up to approximately 100 cm
Abdominal circumference: Up to approximately 70 cm
Abdominal circumference: Up to approximately 45 cm

Recommended Applicable Size

●Belt Electrode Applicable Size Chart

Do not use the belt if it exceeds the applicable size, and do not tighten the belt too much. 
This may cause ischemia or damage to the belt.
・

Note: Please connect the electrodes 
properly. An incorrect connection may 
result in ineffective treatment.
Note: When attaching, the orientation 
of the belt electrode plug can be used 
in either direction (top or bottom).

Belt Electrodes

 large

medium

medium

 or

Belt Electrodes

small

small

 or

Belt Electrodes
Left： Green Right： Blue

RATED VOLTAGE
RATED POWER CONSUMPTION
RATED FREQUENCY

MEMORY

100-240V
2.0 -1.5A
50-60Hz

ON

OFF
ANKLE

R

UPPER
KNEE

＋

WAIST

L
PAD

BELTS

Purple Orange Gray

Caution

Green

Green

Blue

Blue
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On the main screen, select the B-SES 
therapy mode "MUSCLE," "METABO," 
or "MUSCLE SOFT" depending on your 
purpose.

No. Button/Indication Description

Select from MUSCLE, METABO, and MUSCLE SOFTB-SES mode selection

Mode/Button Rehabilitation Description

Aerobic Exercise

※For "Basic Settings," refer to page 31.

Selecting B-SES treatment mode1

Mode Selection2

In this mode, the muscle undergoes strong contractions for 5 
seconds at a frequency of 20 Hz, followed by a 2-second rest. 
This pattern repeats. It serves as an alternative mode for 
strength training to prevent disuse muscle atrophy and maintain 
muscle strength.

In this mode, the muscle performs a single contraction at a 
frequency of 4 Hz. It serves as an alternative mode for 
exercises aimed at promoting energy and glucose metabolism.

In this mode, the muscle undergoes strong contractions for 3 
seconds at a frequency of 20 Hz, followed by a 2-second rest. It 
serves as an alternative mode for strength training, suitable for 
patients who may hold their breath during muscle training.

Strength Training

Strength TrainingMUSCLE

METABO

MUSCLE
SOFT

Do not operate the screen with anything other than your fingers. Avoid pressing or 
scratching it with hard objects.
Do not press the screen forcefully or subject it to strong impacts.
If the surface becomes dirty, wipe it gently with cotton or a soft cloth.

・
・・

Handle the touch panel LCD screen with care by following the precautions below to 
prevent malfunctions:

How to Use B-SES Belt Electrodes 

The Basic Settings screen appears. You can configure initial 
settings such as volume.

SETTINGS

The treatment time can be adjusted in 5-minute increments.

2

2

1

1

In the CONFIRMATION tab, 
verify the settings for "TIMER" 
"Sound," and "Quick-Setup Stim 
Mode." The settings configured 
in the Basic Settings screen will 
be displayed.

Press the Main volume knob to 
start the treatment.

Patient Information Settings and Confirmation3

2

1

3

4

5

6

Main volume knob

Main volume knob

Treatment output indicator

3-1

3-2

Output Adjustment4
4-1 Output Adjustment (Overall)

Turn the main volume up until muscle contractions 
begin. When stimulation starts, the treatment 
output indicator will light up yellow. To stop the 
stimulation, press the Main volume knob. The 
stimulation will stop, and the screen will transition 
to the "TREATMENT IS COMPLETED" display.

Caution

No. Description

This indicates a mode selected on the Main screen.

The PATIENT INFORMATION screen is displayed where you can register, select,
or delete patient information.

A patient ID retrieved from PATIENT INFORMATION is displayed.

Indication

Treatment status indication

Patient ID indication

Treatment time setting

PATIENT INFO.INPUT

Default setting can be changed on the basic setting screen. To change a setting
value, use the Minus（-）and Plus（＋）buttons. The setting value is changeable
within a range of 5 to 50 minutes in 5-minute increments.

Sound volume setting You can change default settings on the basic settings screen.
The setting modes include OFF (in mute), LOW, and HIGH.

The Quick Stimulation Mode can be used with only two belts on the left and 
right sides.Quick-Setup Stim Mode

2

1

3

4

5

6

※For "Basic Settings," refer to page 31.
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How to Use B-SES Belt Electrodes 

2 3 4

1

5

7

6

8 9

4-2 Adjust the output for "Left Thigh" 
and "Right Thigh" using the "-" 
and "＋" buttons. Next, adjust the 
output for "Left Lower Leg" and 
"Right Lower Leg" in the same 
manner.
In MUSCLE and MUSCLE SOFT 
modes, adjust the final output 
intensity once the frequency 
reaches 20 Hz.

Note: 

Note: 

Note: 

The screen on the right will be 
displayed during treatment. The 
o u t p u t  i n t e n s i t y  s h o u l d 
g e n e r a l l y  b e  s e t  t o  t h e 
maximum strength that the patient can tolerate.
If previous output values have been recorded, use those values as a reference to 
adjust the output intensity.
To record the output value during stimulation, press the "Record" button.
Upon Completion of Treatment

On the stimulation screen, tap the 
"Settings Change" button to display 
the settings screen where you can 
adjust the volume.

Changing Settings During Stimulation5

※）If you do not perform any operations on this screen for 5 seconds, the system will automatically return to the On Stimulation screen.

10

2

1

3

4

Incremental Intensity
The output intensity should be gradually increased to a higher level than the previous applied 
one from the start of therapy to the subsequent days (e.g., days 2 and 3), while the intensity of 
exercise tolerance should be incrementally raised to the maximum level that is tolerable for 
patients. For patients with marked atrophy or who are not accustomed to electrical stimulation, 
the metabolism mode is recommended to promote the introduction of therapy.

No. Button/indication Description

The configured mode name, treatment time, and frequency will be displayed.

"Left Thigh," "Right Thigh," "Left Lower Leg," "Right Lower Leg."

The current value during treatment will be displayed.

The current value retrieved from patient information will be displayed.
MAX (mA): Displays each area's highest current value recorded.
SELECT (mA): Displays the selected past current value.

The current output level will be displayed. You can adjust the output for 
each area using the "-" and "＋" buttons.

Treatment Status Display

Treatment Area Name

Output Value Indication

Maximum/Selected

Output Level Display

The output strength from the device will be displayed as a percentage.Device Output Strength

2

1

3

4

5

6

The display will switch between the "Past Maximum Value" 
and "Past Selected Value."MAX/SELECT7

The output is locked.
The main volume or output adjustment buttons will not increase the 
output, but the output can be decreased.

Press to record the current output value for 14 seconds.
The recorded current value can be retrieved from patient information.RECORD

RECORDING During recording, the "Recording in Progress" indicator will flash blue.

After recording, the "Recording" button will turn orange.
Re-recording: You can re-record, but the current value will be overwritten.RECORD

The output lock is released.

Flashing Blue

Orange

Orange

The "Settings Change" screen will appear, allowing you to modify 
the volume setting.SETTING CHANGE

9

10

8

No. Description

Touch this button at the end of the setting change.
The system will return to the On Treatment screen.

Button/Indication

Setting mode and treatment time are displayed.Treatment Status Display

Treatment time settings cannot be changed.Treatment Time Setting

The setting modes include OFF (in mute), LOW, and HIGH.Sound Volume Setting

SETUP COMPLETE

2

1

3

4
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If no operation is performed for 10 minutes on any screen other than the stimulation screen, the LCD 
screen will turn off, and the device will enter power-saving mode. During this time, the treatment output 
indicator will blink purple. To resume operation, press the Main volume knob. The Main screen will appear, 
and you can begin operation.

Power-Saving Function7

When disconnecting the Belt Electrode, Lead Cable for the Belt Electrode, or 
Extension Cable, always hold the plug or socket at the end rather than the cable itself. 
Pulling on the cable may cause damage or disconnections.
When unplugging the power cord, always hold the power cord connector or the power 
plug, not the cord itself. Failure to do so may result in electric shock, short circuit, or fire.

・

・

How to Use B-SES Belt Electrodes 

Upon Completion of Treatment6

How to Clean the Belt Electrodes After Use

You can clean and sterilize the belt electrodes after removing their sheets. It is advisable that the 
belts be cleaned with ethanol every time as well as implementing EOG sterilization.

How to Clean the Belt Electrodes1

Caution

Treatment completion screen
When treatment is completed, a 
screen will be displayed as shown 
on the right. Pressing the OK 
button allows you to return to the 
Main screen.

Removal of belt electrode
Remove the belt electrodes and 
cables and then disconnect the 
cables from the main unit.

Storage of the main unit and belt 
electrodes
The main unit should be stored 
after the power cable and belt 
electrodes are removed. For the 
handling of the belts, refer to the 
“Procedure for cleaning belt 
electrodes” (page 16).

6-1

6-2

6-3

Ensure that no water enters the connector of the belt electrodes. If the connector gets wet, 
completely dry before use.・

Caution

The belt electrode sheet should be replaced in the following cases: when adhesion strength 
becomes weak between the sheet and Hook-and-Loop Fastener because of the rising or 
twisting of fibers, when the sheet cannot be used because of partial breakage, and when the 
sheet has no adequate moisture because of water repellency.

It is advisable to complete the following according to hygienic management for patients.

How to Clean the Belt Electrode Sheets2

Avoid bending the belt electrode sheet at a sharp angle. The inner board or wiring may be damaged 
or become disconnected.
Since the silicon rubber used in the belt electrodes often cracks, be careful to prevent them from 
being damaged. Silicon rubber breakage may arise.
Do not apply excessive force to the belt electrode and cable. Breakage may occur.
Do not disassemble the product. 

・
・
・・

①Replacement

Sterilization ・・・ EOG sterilization is recommended.
Disinfection ・・・ Use of hypochlorous acid is recommended.
Cleaning ・・・・・・ Hand or machine washing with alkaline cleaner is recommended.

②Sterilization, disinfection and cleaning

③Wiping off with disinfectant ethanol

Caution
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Operating Instructions for Quick-Setup Stim Mode

The Quick Stimulation mode can be performed using only 
two belts on the left and right sides.

Connection Example

Wrap the belt electrodes as shown in the diagram below.1

Ensure that the conductive part is in direct contact with the skin.
Use the Extension Cable for the waist (purple) and the Extension Cable for above 
the knee (orange).
The Extension Cable can be connected to either side of the belt electrodes.

3
2

4

4 Select the B-SES treatment 
m o d e  t o  e n a b l e  Q u i c k 
Stimulation.

5 Turn on Quick Stimulation.

6 Press the main volume button to start Quick-Setup Stim Mode.
For details on output adjustment and the stimulation screen, refer to the 
Output Adjustment section on page 12.

Note: This mode does not provide the same treatment effects as the B-SES treatment mode.
Note: Differences in muscle contractions between the left and right sides cannot be adjusted.

5

Rear sideRear side
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OFF
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L
PAD

BELTS

Purple Orange

medium

Belt Electrodes

small

Purple

Orange

 or
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1-2 1-3 No. Button/Indication Description

The status of the pad heater will be displayed. 
Each time the button is pressed, it will switch to "OFF" or "ON." 
To use the pad heater, set it to "ON." Pressing the button again 
will set it to "OFF." After switching to "ON," the pad heater will 
automatically turn off after 10 minutes.

Pad Heater1
Always turn the power switch OFF before 
inserting or removing the SD card.

Note: 

The human body or clothing is prone to static 
electricity. The user must discharge static 
electricity by touching a ground metal object 
before preparing the device.

Note: 

If three pad electrodes are connected but only two are used for treatment, touching the unused 
electrode may result in electrical stimulation. Additionally, if only two pad electrodes are 
connected to the main unit, the pad heater will not operate.

Note: 

Preparation of the Device1 

If the pads are not sufficiently moist, electrical stimulation will not occur.
Ensure that all electrode pads are thoroughly moistened before use.
Do not allow liquids to enter the electrode connectors. If any liquid does enter, make sure the 
connectors are completely dry before use.

Operating Instructions for Using Pad Electrodes

Preparation for Pad Electrodes2

Place the main unit on a flat and stable surface.

Insert the provided SD card into the memory (SD 
card) slot located on the rear side of the main unit.
Connect the power cord to the power connector 
on the rear side of the main unit and plug the 
other end into an outlet.
Connect the pad electrode connectors for the 
treatment output terminals to the treatment 
output terminals on the rear side of the main 
unit. Connect according to the indications on 
the treatment output terminal section.

1-1

Soak the fabric surface of the electrode thoroughly with lukewarm water or plain water 
until it becomes soft. Then, wring out the excess moisture until it is damp, but no longer 
dripping.

2-1

The pad heater in the pad electrodes can be used to warm the pads before 
treatment. The pad heater will automatically turn off about 10 minutes after the 
"ON" button is pressed, just before the stimulation begins.

2-2

1-2

1-3

1-4

Connect the plug of the pad electrode to the treatment output terminal on the 
back of the device. Be sure to connect it according to the display on the treatment 
output terminal.

2-3

●Preparation for Using the Pad Heater

Pre-wrap the included Band for Securing the Pad 
Electrode around the treatment area and insert 
the pad electrode into the gap. For areas like the shoulder, where securing the electrode may be 
difficult, use the band in a crisscross pattern to ensure better contact, or insert it between the clothing 
and skin to achieve a tight fit.

Attaching the Pad Electrodes3
3-1

3-2

3-3

When the power switch is 
turned to the "ON" position, 
t he  LCD sc reen  w i l l  b e 
displayed indicating that 
the device is ready for use. 
I f  t h e  S D  c a r d  i s  n o t 
inserted, an "SD card is not 
inser ted" screen w i l l  be 
displayed.

2-4

When the pad heater is set to "ON," touch the SETTINGS button (see page 31) to complete the 
initial setup. After returning to the Main screen, the pad heater will automatically turn off.

※）

Set the "Pad Heater" on 
the Main screen

2-5

1

Power Switch4

When the power switch is turned to the "ON" position, 
the LCD screen will be displayed indicating that the 
device is ready for use. If the SD card is not inserted, 
an "SD card is not inserted" screen will be displayed.

（When the pad heater is not being used）

Use the  Band fo r  Secur i ng t he  Pad 
Electrode based on the area being fixed.

At tach the fabr ic sur face of the pad 
electrode directly to the treatment area 
(such as the shoulder or lower back). 

Caution

When using the pad electrode, always ensure it is in direct contact with the bare skin.・
Caution

・Alleviation of muscle tonus
・Neuropathic pain
・Spasticity reduction

・Nociceptive pain
・Selective Muscle Strengthening
・Paralysis (Facilitation therapy)

Intended 
use

Connect the pad electrode L (purple).

Connect the pad electrode (orange).

Connect the pad electrode R (gray).

Purple

Orange

Gray
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After selecting the area, buttons 
for the corresponding symptoms 
will be displayed.

Note: 

After selecting the area, buttons 
for the corresponding symptoms 
will be displayed. For combination 
patterns, refer to the List of Area・
Symptom Patterns.

Note: 

On the Main screen, select the 
pad electrode tretment mode 
"AREA・SYMPTOM."

Select the area on the AREA・
SYMPTOM screen.

Select the symptoms on the AREA・
SYMPTOM screen and tap "NEXT" in 
the top-right corner.

Selecting a Treatment Mode1

※ For "Settings," refer to page 31.

1-1

1-2

1-3

How to Set Area・Symptoms

3

2

1

List of Area・Symptom Patterns1-4

In the "Area・Symptom Mode," the combination pattern cannot be changed during treatment.

Caution

Do not  use  the  pad heater 
continuously during electrical 
stimulation. There is a risk of 
low-temperature burns because 
the heater can become hot.

Caution

No. Button/Indication Description

Select THERAPY PATTERN SELECTION  .THERAPY PATTERN SELECTION

SETTINGS3

1

Pad Heater2
This indicates the status of the pad heater. ON and OFF can be changed 
every time this button is pressed. To use the Pad heater, press the 
button to indicate ON. To display OFF, press the button again.
The heater is automatically turned OFF 10 minutes after switching ON.

This indicates the “Basic settings” screen, where you can restore the 
default settings including sound volume.

Area Feature

Change the tapping speed and knead the muscles comfortably.
Suppress muscle activity and rapidly alleviate pain.
Suppress the sympathetic nervous system and rapidly alleviate pain.
Provide moderate muscle activity and knead the muscles.
Rapidly alleviate pain and maintain its effect.
Suppress the sympathetic nervous system and rapidly alleviate pain.
Gradually perform muscle massage and knead the muscles.
Suppress muscle activity and alleviate pain.
Suppress the sympathetic nervous system and rapidly alleviate pain.

Improve and prevent disuse muscle atrophy. Treatment time is adjustable.
Promote the recovery of paralyzed nerves while preventing muscle degeneration.
Gradually perform muscle massage and knead the muscles.
Rapidly alleviate pain and maintain its effect.
Suppress the sympathetic nervous system and rapidly alleviate pain.
Improve and prevent disuse muscle atrophy. Treatment time is adjustable.
Promote the recovery of paralyzed nerves while preventing muscle degeneration.
Joints contain less muscle tissue, so this pattern primarily focuses on improving blood circulation. 
Alleviate tingling sensations and rapidly relieve pain.
Suppress the sympathetic nervous system and rapidly alleviate pain.
A pattern primarily aimed at relieving mental fatigue and promoting relaxation. 
A pattern that stimulates neuronal activity.

Neck
Shoulder

Waist

Arm

Leg

Elbow
Knee

Autonomic
nerves 

Symptom

Muscle Tension
Nociceptive Pain
Neuropathic Pain
Muscle Tension
Nociceptive Pain
Neuropathic Pain
Muscle Tension
Nociceptive Pain
Neuropathic Pain
Muscle Atrophy
Paralysis *Note 1)
Muscle Tension
Nociceptive Pain
Neuropathic Pain
Muscle Atrophy
Paralysis *Note 1)
Muscle Tension
Nociceptive Pain
Neuropathic Pain

Soft
Hard

・

・

Note： When “Paralysis” is selected as the symptom, the center part and right/left parts of the output 
terminal automatically switch to minus polarity and plus polarity, respectively, in order to 
providing afferent stimulation and a positive excitatory effect.
The system will play a sound to indicate voluntary movement in a pattern on muscular 
constriction.
If the Sound Volume turns off, or if the Treatment Sound of the Sound Selection turns off (on 
the “Basic Setting” screen), the system does not sound.

21 22



Main volume knob

Treatment output indicator

Main volume knob

　How to Set Area・Symptoms

Confirmation Screen2
Check the settings for "Treatment Time," "Sound Volume," and "Pad Heater," on the 
"Confirmation" tab. The settings configured in the Basic Settings screen will be displayed.

2

1

3

4

Press the Main volume knob to start the treatment.2-2

2-1

Output Adjustment3
Turn the Main volume knob.
Gradually increase the output to a 
comfortable intensity.
Start by turning the main volume to a 
level where it feels slightly strong, 
then reduce it s l ight ly to find the 
appropriate intensity. For cer tain 
areas, continue adjusting the main 
volume until muscle contraction is 
observed.
The  sc reen on  t he  r i gh t  w i l l  b e 
displayed during treatment.
O n c e  s t i m u l a t i o n  b e g i n s ,  t h e 
treatment indicator l ight wi l l turn 
yellow.

57

6

2 2

1

3
4

Do not use the pad heater continuously during electrical stimulation. 
There is a risk of low-temperature burns because the heater can become hot.

Caution

No. Button/Indication Description

This indicates the mode selected on the “Area・Symptom” screen.

This indicates the treatment time specified in the selected mode.
※ If muscle atrophy is selected as the symptom, the time can be changed on 
　 the “Basic Settings” screen.

Treatment condition
indication

Treatment time
indication

※）For the basic settings, see page 31.

Sound volume
setting

You can change the default settings on the "Basic settings" screen.
The setting modes include OFF (in mute), LOW and HIGH.

This indicates the status of the Pad heater.
Each time you press this button, the mode is switched to ON or OFF. 
When using Pad heater, turn to ON. Press the button again to turn to OFF.
The heater is automatically turned OFF 10 minutes after switching ON.

Pad heater

2

1

3

4

No. Button/Indication Description

This indicates a mode selected on the “Area・Symptom” screen.

L and R

This indicates the current output level. The output level can be
adjusted with the plus and minus buttons.

Treatment condition
indication

Output level
indication

This indicates that outputs are locked. You cannot increase the output level with
the Main volume knob or output adjustment buttons.
You can only decrease the level. 

Areas of stimulation

This indicates that outputs are unlocked.

Orange

SETTING CHANGE

2

The output from the device is displayed as a percentage.Output intensity

1

3

Press this to display the “Setting Change” screen where you can change the
settings of the sound volume.

4

5

This indicates the status of the Pad heater.
Each time you press this button, the mode is switched to ON or OFF. 
When using Pad heater, turn to ON. Press the button again to turn to OFF.
The heater is automatically turned OFF 10 minutes after switching ON.

Pad heater7

6
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　Changing Settings During Stimulation

On the s t imu la t ion screen ,  tap the 
"SETTING CHANGE" button to display the 
settings screen where you can adjust the 
volume.

Changing Settings During Stimulation4

Upon Completion of Treatment5

2

1

3

4

Examples of Treatment for Area・Symptoms Using Pad Electrodes6

Do not use the pad heater continuously during electrical stimulation. 
There is a risk of low-temperature burns, as the heater can become hot.

Caution

No. Button/Indication Description

This indicates the status during Treatment.

The setting modes include OFF (in mute), LOW, and HIGH.

Touch this after changing the settings.
The system will return to the “On Stimulation” screen.

Treatment Status 
Display

Treatment Time 
Setting

Sound Volume
Setting

If the symptom is Muscle Atrophy, it can be adjusted using the “‒” and “＋” 
buttons on both sides.
Adjustments can be made in 5-minute increments, ranging from 5 to 50 minutes.

SETUP COMPLETE 

2

1

3

4

When treatment is completed, a 
screen w i l l  be d isp layed as 
shown on the right. Pressing the 
OK button allows you to return 
to the Main screen.

Storage of the main unit and 
electrodes
S to r e  t h e  ma i n  u n i t  a f t e r 
disconnecting the power cord and 
the cords for the pad electrodes.

5-1

5-2

The pad electrodes should be 
gently r insed with water and 
stored in a well-ventilated area.

5-3

Relief of muscle tension, nociceptive pain, and neuropathic pain

If no operation is performed for 10 minutes on any screen other than the stimulation screen, 
the LCD screen will turn off, and the device will enter power-saving mode. During this time, 
the treatment output lamp will blink purple. To resume operation, press the Main volume 
knob. The “Main” screen will appear, and you can begin the operation.

Power-Saving Function7

Select a mode according to the status and cause of pain.

Select each symptom.

Adjust treatment output to achieve a comfortable intensity.
In patients with neuropathic pain, a weaker intensity
should be applied within the sensor threshold.

Muscle Tension NOCICEPTIVE PAIN NEUROPATHIC PAIN

※ In patients with allodynia, areas just above
　 the non-affected site

Plus one for nerve roots (neck and waist) and
minus one for areas just above affected site

①Electrical stimulation (transitive movement)
②Automatic movement + electrical stimulation 
　+ Facilitation method

Starting/ending
point of the
targeted muscle

See "Procedure for using B-SES belt 
electrodes,” section    “Mode selection.”

For the Paralysis mode, the output polarity is reversed.

Attaching pad electrodes1 Selecting the modes for the area and symptom2

Output intensity3

Output intensity3

From the left
NECK/SHOULDER

LEG

WAIST ARM

※ Modes should be changed in the same patient depending
　 on the condition on the day treatment is performed.

Paralysis (Facilitation method)

PARALYSIS

Paralysis (Facilitation method)1  Selecting the modes for the area and symptom2

Output intensity3

From the left

Selective muscular strengthening

Muscle Atrophy

Attaching
pad electrodes

1

Selecting the modes for the area and symptom2
ARM

ARM LEG

Intensity with a level of achieving contraction
in convulsive antagonist muscles.

Output intensity3

Suppression of convulsions in single area

PARALYSIS

Attaching
pad electrodes

1

Selecting the modes for the area and symptom2

Plus one for nerve roots
(neck and waist)and
minus one for antagonist
muscle with tonus

Intensity with constriction greater
than that of voluntary muscles

Moving the muscle voluntarily with electrical stimulation
to the nerves and muscles.

Place electrodes on each motor
pointand belly muscle. Attach the plus
and minus electrodes to the motor
point and belly muscle, respectively.

If three pad electrodes are connected but only two are used for treatment, touching the unused 
electrode may result in electrical stimulation. Additionally, if only two pad electrodes are connected to the 
main unit, the pad heater will not operate.

Note:

2
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Main volume knob

Main volume knob

On the Main screen, select the 
pad electrode therapy mode 
FREE SELECTION

On the FREE SELECTION screen, 
select "PATTERN," "TIMER(min)," 
and "FREQ.(Hz)."

Do  not  use  the  pad heater 
continuously during electrical 
stimulation. There is a risk of 
low-temperature burns, as the 
heater can become hot.

Selecting a Treatment Mode1

※ For "Basic Settings," refer to page 31.

2

1

3

4

5

Press the Main volume knob to 
start the treatment.

1-3

1-1

1-2

How to Set Free Selection

Output Adjustment2
Turn the Main volume knob.
Gradually increase the output to a 
comfortable intensity.
Start by turning the main volume to a 
level where it feels slightly strong, 
then reduce it slightly to find the 
appropriate intensity. For certain 
areas, continue adjusting the main 
volume until muscle contraction is 
observed.
The screen on the r ight w i l l  be 
displayed during treatment.

Once  s t imu l a t i o n  b eg i n s ,  t h e 
treatment indicator light will turn 
yellow. 57

6

2 2

1

3
4

Caution

You can select a pattern from Continuous, Intermittent, and Rolling.

You can set the following frequencies by treatment patterns by using the Minus
and Plus buttons.

You can change the default settings on the basic settings screen.
The setting modes include OFF (in mute), LOW, and HIGH.

Pattern setting

This indicates the status of the Pad heater.
Each time you press this button, the mode is switched to ON or OFF. 
When using Pad heater, turn to ON. Press the button again to turn to OFF.

Pad Heater Setting

No. Button/Indication Description

Frequency setting

Mode

Continuous

Intermittent

Rolling

Frequency (Hz)

3 , 7,10 , 20 , 30 , 50 ,100 , 250 , 500 ,1000

7 ,10 , 20 , 30 , 50 ,100 , 250 , 500 ,1000

3 ,7,10 , 20 , 30 , 50 ,100 , 250 , 500

※ For the basic settings, see page 31.

Sound volume
setting

1

3

4

To change the date and time settings, touch the display area of each number. 
The number input screen will appear, so enter the value and touch the Enter button.

Treatment time
setting2

5

Orange

4

This indicates the mode selected on the “Free Selection” screen.
treatment condition
indication

No. Button/Indication Description

1

L and R

This indicates that outputs are unlocked.

Areas of stimulation

This indicates the current output level. The output level can be adjusted with
the plus and minus buttons.

This indicates that outputs are locked. You cannot increase
the output level with the Main volume knob or output adjustment buttons.
You can only decrease the level. 

Output level
indication3

The SETTING CHANGE screen will be displayed, allowing you to modify the volume 
setting, pattern setting, treatment time setting, and frequency setting.

5

2

The output from the device is displayed as a percentage.Output intensity

This indicates the status of the Pad heater.
Each time you press this button, the mode is switched to ON or OFF. 
When using Pad heater, turn to ON. Press the button again to turn to OFF.

Pad Heater Setting7

6 SETTING CHANGE

Treatment output indicator
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When removing the pad electrode, do not hold the cable. Always hold the connector at the tip 
to detach it. Failure to do so may cause damage or disconnection.
When unplugging the power cord, always hold the power cord connector or the power plug, 
not the cord itself. Failure to do so may result in electric shock, short circuit, or fire.
Do not bend sharply. There is a risk of internal circuit board or wiring disconnection.
The silicone rubber used in the pad electrode is prone to tearing. Take care not to damage it. 
Damage may occur if scratched.
Do not pull the pad electrode body or cable forcefully. This may cause damage.
Do not disassemble the device.

・
・
・・
・・

Caution

Free Selection Change Screen 2

2

1

3

How to Set Free Selection　　

While the device is powered on, 
touching the "Set t ings Change" 
button will display the screen on the 
right, where you can modify various 
settings using the "FREE SELECTION" 
tab and the "SETTINGS" tab.

Changing Settings During Stimulation3

Free Selection Change Screen 1

2

3

4

5

1

If no operation is performed for 10 minutes on any screen other than the stimulation screen, 
the LCD screen will turn off, and the device will enter power-saving mode. During this time, 
the treatment output indicator will blink purple. To resume operation, press the Main volume 
knob. The “Main” screen will appear, and you can begin operation.

Power-Saving Function5

Upon Completion of Treatment4
4-1

4-2

Care Instructions for Pad Electrodes After Use

After use, remove the fabric frame and sponge from the electrode and wash them with water 
(detergent not recommended).
Thoroughly squeeze out any excess water from the sponge, then allow it to dry in a well-ventilated 
area before storing.

COMPLETE SETTINGS

The settings on the "Free Selection" screen will be displayed.

You can set the following frequencies by treatment patterns by using the Minus
and Plus buttons.

Treatment condition
indication

No. Button/Indication Description

Frequency setting

Mode

Continuous

Intermittent

Rolling

Frequency (Hz)

3 , 7,10 , 20 , 30 , 50 ,100 , 250 , 500 ,1000

7 ,10 , 20 , 30 , 50 ,100 , 250 , 500 ,1000

3 ,7,10 , 20 , 30 , 50 ,100 , 250 , 500

1

4

You can select a pattern from Continuous, Intermittent, and Rolling.Pattern setting2

Use the "-" and "+" buttons to adjust the time, which can be changed in 
5-minute increments from 5 to 50 minutes.

Treatment time
setting3

Touch when the settings change is complete. 
The screen will return to the "Treatment" screen.5

No. Button/Indication Description

This indicates the status during the treatment.Treatment status indication1
The setting modes include OFF (in mute), LOW, and HIGH.Sound volume setting2

COMPLETE SETTINGS Touch this button at the end of the setting change.
The system will return to the “On Stimulation” screen.3

Treatment completion screen
W h e n  t h e  t r e a t m e n t  i s 
completed , a screen w i l l  be 
displayed as shown on the right. 
Pressing the OK button allows 
you to return to the “Main” screen.
Storage of the main unit and 
electrodes
S t o r e  t h e  ma i n  u n i t  a f t e r 
disconnecting the power cord 
and the cords for pad electrodes.
When the Pad heater is used, the 
heater automat ica l l y s tops at 
completion of stimulation.

※
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Touch the B-SES tab on the “Basic 
Settings” screen. On this screen, you 
can ad jus t  t he  bas i c  se t t i ngs , 
including sound volume, for B-SES 
therapy.

Basic Settings for B-SES1

Touch the PAD tab on the Basic 
Settings screen. On this screen, you 
can ad jus t  the bas ic  set t ings , 
including sound volume, for the pad 
electrode treatment.

The mode is effective when muscle 
atrophy is selected as the symptom.

Basic Settings for Pad Electrodes2

2

1

3

2

1

3

4

　　Basic Settings

4

Touch the DATE/TIME tab on 
the “Basic Settings” screen. You 
can set the current date and 
time.

Procedure for editing
To change a asetting value, use 
t he  M inus  ( - )  and  P l us  (＋) 
buttons. The setting
value is changeable within the 
range of 1 to 15 minutes in 
1-minute increments.

Date and Time Settings3
3-1

3-2

2

1

3

To indicate the Basic Settings screen, touch the Basic Settings button on the “Main” screen.On 
this screen, you can edit the basic settings and date settings of the B-SES and pad 
electrodes. After adjusting the settings, touch the SETUP COMPLETE button. Settings you 
have made on this screen will be restored after turning the power off. 

SETUP COMPLETE

No. Button/Indication Description

You can set the sound volume at start-up.Sound volume setting1

3 Use the "-" and "+" buttons to adjust the time, which can be changed in 
5-minute increments from 5 to 50 minutes.Treatment time setting

4 After saving the settings, touch this button to return to the “Main” screen.

Sound selection setting2

You can select which sound to play from “Treatment Sound,” “End 
Sound,” or “Operation Sound.”
Treatment Sound: A sound synchronized with the frequency during 
treatment.
End Sound: A notification sound when treatment is complete.
Operation Sound: A sound that plays when operating the touch panel 
LCD screen.

SETUP COMPLETE

No. Button/Indication Description

You can set the sound volume at start-up.Sound volume setting1

In the “Area / Symptom” mode, you can set the treatment time when 
selecting “Muscle Atrophy” as the symptom. Use the “-” and “+” buttons 
to adjust the time, which can be changed in 5-minute increments 
from 5 to 50 minutes.

Treatment time
setting3

After saving the settings, touch this button to return to the “Main” screen.4

Sound selection
setting2

You can select which sound to play from “Treatment Sound,” “End Sound,” or 
“Operation Sound.”
Treatment Sound: A sound synchronized with the frequency during treatment.
End Sound: A notification sound when treatment is complete.
Operation Sound: A sound that plays when operating the touch panel LCD 
screen.

FINISH

No. Button/Indication Description

Year, month and day can be updated. Current date1

Hours, minutes, and seconds can be updated.Current time2

After saving the settings, touch this button to return to the “Main” screen.3
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On the “SETTINGS” tab at the start of treatment, touch the PATIENT INFO.INPUT button to 
display the “PATIENT INFORMATION” screen.

Functions of Patient Information

Tou ch  t h e  SAVED  I D  L I S T 
button on the screen.

The SAVED ID List screen will 
be displayed. Touch the “SIGN 
UP” button.

How to Register Patient ID1
1-1

1-2

Patient Information

The SAVED ID LIST screen will 
be displayed. Touch the "Enter" 
button.

1-3

1-4 If the entered ID “THE ENTERED 
I D  H A S  A L R E A D Y  B E E N 
REG ISTERED”  w i l l  a ppea r. 
Touching the “OK” button will 
return you to the SAVED ID LIST 
screen. Please register with a 
new ID,and the message “ ID 
already registered” will appear. 
Touching the “OK” button will 
return you to the SAVED ID LIST 
screen. Please register with a 
new ID.

While entering patient information, the illumination lamp will light up in yellow.Note: 

You can register patient IDs using 
a range of numbers from one to 
10000. Numbers over 10000 
cannot be registered.

Note: 

Function Description

You can register patient IDs using a range of numbers from one
to 10000. For each patient ID, patient information can be
registered 1000 times.
(Using the supplied SD card, you can register patient
information approximately 2 million times at maximum.)

You can delete the registered patient information.

Registering of
Patient IDs

You can select the current value for the patient selected in the
search to display it on the screen during electrical stimulation.
On this screen, the value can be displayed as a previously
selected value or a previously maximum value.

Selecting of
patient information

Deleting of
patient information
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Patient Information

Selecting Patient Information2
Selection by inputting IDA

The list of information for the 
se lected pat ient ID w i l l  be 
displayed. When you touch the 
data, you wish to select, the 
background wi l l  change to 
blue. If this is the correct data, 
touch the "SELECT DATA" 
bu t ton .  You can scro l l  up 
using the “    ” button and down 
using the “    ” button.
Note: Up to 1,000 registrations 
can be made per ID.

2A-4

Touch the ID display field on 
the screen.

The  sc reen  fo r  i npu t t i ng 
patient IDs will be displayed. 
Enter the patient ID for the 
data you want to select. Then, 
touch the ”Enter” button.

2A-1

2A-2

2A-3 Touch the DATA LOG button.
Then, you can see the screen 
for the SAVED ID LIST, touch 
the ”ID SEARCH” button.

2B-2

Touch the “SAVED ID LIST”
button on the screen.

2B-1

Selection from the screen for the SAVED ID LISTB
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Patient Information

2B-4

The  sc reen  fo r  i npu t t i ng 
patient IDs will be displayed. 
Enter the patient ID for the 
data you want to select his 
and press the “Enter” button.

2B-3

The screen for the l i s t  of 
cor respond ing reg is tered 
patient IDs is displayed. Touch 
the patient ID to change the 
background to b lue . I f the 
selected data is OK, touch the 
”SET” button.

The list of information for the 
se lected pat ient ID w i l l  be 
displayed. When you touch the 
data, you wish to select, the 
background wi l l  change to 
blue. If this is the correct data, 
touch the "SELECT DATA" 
bu t ton .  You can scro l l  up 
using the “    ”button and down 
using the “    ”button.

2B-5

Up to 1,000 registrations can 
be made per ID.

Note: 

Touch the ID display field on the 
screen.

The screen for the numer ic 
keypad is displayed. Input the 
patient ID to be deleted. Then, 
touch the “Enter” button.

Deleting patient information3
3-1

3-2

Touch the “DATA LOG” button.3-3
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Patient Information

If the selected data is deleted 
successfully, the message 
“DELETED SUCCESSFULLY” will 
be displayed. Touch the “OK” 
button to return to the screen for 
the list of patient information.

If the selected data is not deleted 
successfully, the message 
“FAILED TO DELETE” will be 
displayed. Touch the “OK” button 
to return to the screen for the list 
of patient information. If data 
cannot be deleted because the 
data is being used on the device, 
turn off the power and try the 
above step again.

3-6

3-7

The list of information on the 
corresponding patient ID is 
displayed. Touch the data to be 
deleted to change the 
background to blue. If the 
selected data is OK, touch the 
DELETE DATA button. You can 
scroll up with    and scroll down 
with     .

3-4

The screen for confirming data 
deletion will be displayed. 
Confirm the indicated data and 
touch the OK or CANCEL 
button. If you touch the 
CANCEL button, you will return 
to the screen for the list of 
patient information           .

3-5

3-4

The screen for confirming 
patient ID deletion will be 
displayed. Confirm the 
displayed data and touch the 
OK or CANCEL button. If you 
touch the ”CANCEL” button, you 
will return to the screen for the 
SAVED ID LIST　　　 .

4-3

SAVED ID LIST is displayed. 
Touch the data to be deleted to 
change the background to blue. 
If the selected data is OK, touch 
the “ID DELETE” button. You can 
scroll up with ▲ and scroll down 
with ▼ .

Touch the SAVED ID LIST button 
on the screen.

4-1

4-2

Deleting Patient ID4

4-2

Message System condition Measure Page for Reference

The power was
turned ON when
SD card is not slotted.

Slot SD card. Page 7

Page 45Software error. Call for the repair
service.

Treatment output indicator
and illumination lamp blink.

NO SD CARD FOUND

Error Notification
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Connect the belt electrodes according 
to the instruct ions on the screen , 
ensuring the conductive surfaces are 
aligned, and press “Start.”
Gent ly shake the connected 
connector.

2-1

2-2

2-3Page 42

※The check will take approximately 10 
　 seconds.

Con t i n u e  fo l l ow i n g  t h e  s c r e en ' s 
instructions to perform the wear level 
check.

Component Wear and Usage Check Screen
Touch ”MA INTENANCE” on the Bas ic 
Settings screen to display the maintenance 
options. By touching each item, you can 
check the current of the bel t and pad 
electrodes, monitor their wear levels, and 
review the main unit's usage information.

How to Operate Maintenance Mode1

Per form Conduct i v i t y  Check fo r  Be l t 
Electrodes and Connection Cables

Checking Belt Electrodes2

1

2

3

　　Maintenance Mode

If OK Possible disconnection or poor contact. 
Contact your sales representative.If NG

Con t i n u e  fo l l ow i n g  t h e  s c r e en ' s 
instructions to perform the stimulation 
level check.

If OK Possible disconnection or poor contact. 
Contact your sales representative.If NG

Continue to check the wear level of the 
belt electrodes. Press "Start" with the 
conductive surfaces aligned.

2-3

※The check will take approximately
   10 seconds.

Continue following the instructions 
o n  t h e  s c r e e n  t o  c h e c k  t h e 
conductivity and wear the level of 
the remaining belt electrodes.

2-4

When the conductivity check status 
changes to “Check Complete,” the belt 
electrode check is complete. Touch 
"Check Complete" to return to the Main 
screen.

2-5

NGOK

NGOKNo. Button/Indication Function

You can check the operational status and wear the level of the belt electrodes.Belt Electrode Check1

You can check the operational status and wear the level of the pad electrodes.Pad electrode Check2

You can review the main unit’s usage information, including the total stimulation time.Usage Information of the Main Unit3

A strong electric current is produced during conductivity and wear level checks. Be careful not to touch 
the conductive surfaces of the electrodes directly. Contact with skin may cause burns or other injuries.

Caution
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3-3Page 44

Con t i n u e  fo l l ow i n g  t h e  s c r e en ' s 
instructions to perform the wear level 
check.

If OK Possible disconnection or poor contact. 
Contact your sales representative.If NG Con t i n u e  fo l l ow i n g  t h e  s c r e en ' s 

instructions to perform the stimulation 
level check.

If OK Possible disconnection or poor contact. 
Contact your sales representative.If NG

Continue following the instructions 
on  t he  s c reen  to  check  t he 
conductivity and wear level of the 
remaining pad electrodes.

3-4

When the conduct iv i t y check 
status changes to “Check Complete,” 
the pad electrode check is complete. 
Touch "Check Complete" to return to 
the “Maintenance” screen.

3-5

Connect the pad electrodes according 
to the instructions on the screen, 
ensuring the conductive surfaces are 
aligned, and press “Start.”

Gent ly shake the connected 
connector. 

3-1

3-2

※The check will take approximately 10 seconds.

※The check will take approximately 10 seconds.

Per form Conductiv ity Check for Pad 
Electrodes and  Extension Cable

Checking Pad Electrodes3

　　

Continue to check the wear level of 
the pad electrodes. Press “Start” with 
the conductive surfaces aligned. 

3-3

NGOK NGOK

A strong electric current is produced during conductivity and wear level checks. Be careful not to touch 
the conductive surfaces of the electrodes directly. Contact with skin may cause burns or other injuries.

Caution
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Specifications
Although this device undergoes rigorous testing at our factory, if you suspect a 
malfunction, please check the Preparation of the Device section on page 7 again.
If you experience a malfunction or have any questions, please contact your retailer or 
the nearest sales office.
When requesting repairs, please observe the following:
  a) Clearly specify the location and nature of the malfunction.
  b) Provide the destination address, name, and phone number for returning 
      the repaired product.

Before Requesting Repairs
①

②

③
Main unit dimensions,weight, and accessories:

Intended Use, Effect, or Efficacy

Option: Specialized cart for G-TES
Electrical ratings

　GMDN code: 46573

Dimensions: 365 (width)×222 (depth)×103 (height) [mm]
Mass: approximately 2.2 [kg] (main unit)
Belt electrode (small×2, medium×2, large×1)
Lead cable for belt electrode (×2)
Extension cable (×5)
Belt electrode sheet (small×20, medium×20, large×10)
Pad electrode (Negative side×2, Positive side×1)
Band for securing pad electrode (small×2, large×1)
Power cord (×1)

This product is intended for use in percutaneous neuromuscular 
stimulation to reduce pain and improve amyotrophy.

Rated power supply voltage: 100-240 [V]
Rated frequency: 50-60 [Hz]
Power supply input: 2.0-1.5 [A]
Classification of the method of protection against electric shock: Class I Equipment
Classification of the applied part according to the degree of 
protection against electric shock :
  BF type applied part
Maximum output voltage: 138 [V]±10% (when a 500Ω load is connected)
Maximum output current: 48 [mA]±10% (when a 500Ω load is connected)
Output wave: Exponential incremental wave
Pulse width: 56-260 μsec±l0%
Timer: Maximum 50 min±5%
Pad electrode temperature: Maximum 41℃ *Electrodes with 
the coolness mitigation function

※Specifications are subject to change without prior notice for product improvement.
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